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Ownerôs Manual 
DriTecÊ 4000i Desiccant Dehumidifier  

Model F533 

LEGEND BRANDS, INC.  

15180 Josh Wilson Road, Burlington, WA 98233 

Phone: 800-932-3030 Fax: 360-757-7950  www.LegendBrandsRestoration.com  

The Legend Brands DriTec 4000i desiccant dehumidifier reduces humidity in enclosed environments by 

removing water vapor from the air. The 4000i is ideal for water damage restoration, structural drying, con-

struction, and is especially suited for removing moisture from structural materials and contents in cold 

temperatures or low to medium humidity environments where refrigerant dehumidifiers work less effi-

ciently.  

Patents: http://www.LBpatents.com 

R E A D  A N D  S A V E  T H E S E  I N S T R U C T I O N S  
 
 

 

 

Read and understand manual before operating. 

 

 

 

 

 

WARNING! Do not alter or modify the unit in any 

way. Use only replacement parts authorized by Dri-

Eaz. Modifications or use of unapproved parts could 

create a hazard and will void your warranty. Contact 

your Dri-Eaz location for assistance. 

WARNING! Electric shock hazard, rotating fan, hot 

surface hazards. Unplug unit before opening cover 

for cleaning or servicing. Unit must be grounded. 

¶ Inspect the power cord before use. If cord is dam-

aged, do not use. Always grasp the plug (not the 

cord) to unplug. 

¶ Insert three-prong plug on power cord into a match-

ing electrically grounded outlet. Do not use adapter. 

Never cut off third prong. Do not use an extension 

cord.  

¶ The unit must be operated on a 115V/60Hz circuit 

protected by a Ground Fault Circuit Interrupter 

(GFCI) device.  

¶ Keep motor and wiring dry. 

¶ Do not attempt to repair the unit. For Authorized 

Service Centers, contact Dri-Eaz.  

BEFORE YOU BEGIN 

Warranty registration 

Visit warranty.LegendBrandsRestoration.com to register 
your purchase. Registration allows us to better assist 
you with using, maintaining or servicing your equipment 
and to contact you in case we have important safety in-
formation concerning your Dri-Eaz product. If you deter-
mine service is required, have your equipment model, 
serial number and original proof of purchase available 
and call your distributor for assistance with obtaining a 
return material authorization (RMA).  

GROUNDING INSTRUCTIONS 

This unitôs plugs must be inserted into an appropriate 
outlet that is properly installed and grounded in accord-
ance with all local codes and ordinances. 

WARNING! Improper connection of the equipment-
grounding conductor can result in a risk of electric 
shock. Check with a qualified electrician or service 
person if you are in doubt as to whether the outlets 

WARNING 

CORRECT PLUG REMOVAL 

Grasp IEC plug and pull straight out 

IMPORTANT: Damage to IEC receptacle or 
dehumidifier resulting from improper re-
moval of the power cord is not covered by 
warranty. The IEC power cord is a wear item 
and is not covered by warranty. 
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are properly grounded. Do not modify the plugs pro-
vided with the appliance ï if the plugs do not fit the 
outlets, have proper outlets installed by a qualified 
electrician.  

This equipment is for use on circuits with a nominal rat-
ing of no more than 120V.  

Handle the unit carefully 

Always operate the unit on a stable, level surface. Do 

not drop, throw, or place where it could fall. Rough treat-

ment can damage the unit, and may create a hazardous 

condition or void the warranty. 

This unit intended for household and commercial use.  

BEFORE FIRST USE 

The unit is shipped with two duct rings and an adaptor kit 

packed inside the storage compartment. A 3 mm Allen 

wrench is required for installation of these components.  

Required: Install Reactivation Air Outlet duct ring 

Install the Reactivation Duct Ring, See Fig. B. 

Optional: Install Air Inlet duct ring 

Attach to inlet with the thumbscrews provided. See Fig. 

B. 

Optional: Install Process Air Outlet offset screws 

The Process Air Outlet Adaptor Kit may be installed us-

ing the offset screws provided. See Fig. B. 

CONTROLS AND OPERATING  
INSTRUCTIONS 

Positioning the Dehumidifier 

For best results, operate your dehumidifier in an en-

closed area. Close all doors and windows that open to 

the outside to maximize water removal efficiency. Place 

your dehumidifier away from any obstructions that could 

block airflow into and out of the unit. Duct reactivation 

outlet outdoors through window adapter or dryer vent. 

Plug in electrical cords 

Always plug the cords firmly into the sockets in the 

top compartment first, then into the wall outlets. En-

sure that the cords are routed properly through the 

cord cutout notch before closing the storage com-

partment lid.  

NOTICE: The power cords of the DriTec must be 

plugged into separate GFCI-protected 120V outlets rated 

for at least 15A.  

CONTROL PANEL 

 

Press the  ON/OFF to turn the unit on.  

 ON/OFF  
When the machine is turned on, the display normally reads PLEASE WAIT 

WARMING UP. Once the unit completes the warm-up procedure, the display 

shows UNIT ON XXX HRS and cycles between INLET XXX°F and INLET XX% 

(RH). 

 DISPLAY MENU  Cycles through the display of additional dehumidifier conditions and User Set-
tings. To return to the main menu, press the ON/OFF key once. 

 MENU SELECTION / 
UP KEY  

Change system settings. The MENU SELECTION key acts as the ñUPò key for 
cycling through the setpoints. 

 WATER REMOVAL 

Press and release to show a calculated amount of water removal in pints/day. 

The unit will display WATER REMOVAL XXX PINTS/24H after 5 minutes of 

run time. The display will automatically return to the ñUnit Onò display after a 

few seconds. 

Fig. A: Parts Identification 

Air filter 

Power sockets inside 
compartment. Stor-
age for power cords, 
react ducting. 

Air inlet 

Reactivation 
Air Outlet 
(installation 
of duct re-
quired) 

 

Control panel 

Process Air Out-
let (optional duct 
attachment kit 
provided)  
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NOTICE: Connect to two separate 15A circuits ONLY. A 

bright green light on the front of the unit indicates correct 

connections. No light will show when using only one cord 

or if both power cords are plugged into the same power 

circuit. 

For best performance, use with two circuits and en-

sure green light is illuminated. If a second circuit is 

not available, the unit may be operated on a single 

power cord. Plug into Circuit 1. Note that the unit will 

operate at 50% of the rated performance when using 

a single power cord.  

Startup display and normal display modes 

When unit is first plugged in to AC power, the control 

panel display will briefly cycle through a series of 

readouts. This is part of the unitôs self-diagnosis proce-

dure and no user intervention is required.  

Ducting Setup  

NOTICE! For indoor use only. Do not expose the unit 

to rain or snow. If electrical components become 

wet, allow the unit to dry thoroughly before operat-

ing. 

1. Reactivation Outlet Ducting 

Use the duct clamp provided to attach the ducting to the  

duct ring. The reactivation air should always be ducted 

to the outside.  

NOTICE: Temperatures inside React Out ducting can 

reach 150°F (66°C). Use only heat-rated ducting as 

provided. 

Process Outlet Ducting 

The process out air may be ducted where more focused 

drying is required. Use with layflat ducting only.  

Maximum Ducting Length 

To ensure maximum performance, do not exceed these 

ducting lengths: 

 Reactivation air 20 ft. | 6 m 

 Process air  10 ft. | 3 m 

 Inlet air 30 ft. | 9.1 m 

For more ducting options, see Fig. C. 
 

  

NOTICE 

Condensation may collect in the reactivation duct during opera-
tion. Do not allow water to run back into the unit. This could cause 
a shock hazard or damage to the unit. 

1. React outlet duct 
ring. MUST BE IN-
STALLED  

2. Process air in 
duct (optional) 

Fig. B: Initial Setup  

1. Install 4 standoff 
screws as shown.  

Process air 
outlet grille  

2. Tuck layflat 
ducting (pur-
chased sepa-
rately) through 
square wire frame 
and fold back out-
side the frame.  

3. Place wire frame inside offset screws and 
click into place. When not in use, frame may be 
left in standoffs or placed in storage bin.  

Square wire 
ducting frame 
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USER SETTINGS  
Only menu items followed by a greater-than symbol (>) may be adjusted. In the menu items with reading data (INLET OUTLET, REACT 

& HEATER1 CURRENT), If no keys are selected for 5 minutes the display will return to normal display mode. In all the other menu 

items, the display with return to the normal display mode after 20 seconds. Items without the symbol (>) are for information only and 

cannot be changed or reset. 

 

MAIN MENU: Press 

 DISPLAY MENU 
to proceed to the 
next menu item. Ź 

 SUBMENUS: Press  MENU SELECTION to change the setting. Ÿ 
 

         

JOB HOURS 
RESET? >  

JOB HOURS 
XX.X Press  to reset to 0. 

         

INLET  OUTLET 
000° 00% 000°00% 

For information only. 

         

REACT 
000° 00% 

For information only. 

         

HEATER1 CURRENT 
00 A 

For information only. 

         

HUMIDISTAT MODE 
OFF >  

HUMIDISTAT MODE 
ON > Press  to turn ON or OFF. 

         

HUMIDISTAT  
SETPOINT 00% >  Press  to cycle through 5 ï 60% at 5% increments. 

         

RH MIN SETPOINT 
00% >  Press  to cycle through 0 ï 30% at 5% increments. 

         

LANGUAGE 
ENGLISH >  

IDIOMA 
ESPANOL >  

SPRACHE 
DEUTSCH >  

LANGUE 
FRANCAIS > 

Press  to change lan-
guage options. 

         

TEMP UNITS 
°F >  

TEMP UNITS 
°C> Press  to change to °F or °C. 

         

LIFE HOURS 
00000 HRS 

For information only. 

         

(Returns to  
top menu item.) 

        

The following section available only on wireless-equipped units. 

SENSOR ID 
000000000 >  

SENSOR TYPE 
00000 >  

SENSOR REVISION 
00000 >  

SENSOR CONF REV 
00000 > 

 

         

(Returns to  
top menu item.) 
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Fig. C: Ducting Options 
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TRANSPORTATION AND STORAGE 

NOTICE: Handle the unit carefully. Rough treatment can 

damage this equipment and may create a hazardous con-

dition or void warranty. 

¶ Do not expose the control panel to moisture, snow or 

rain.  

¶ Store and transport securely to avoid any damaging 

impact to internal parts.  

¶ Secure during transport to prevent sliding and possi-
ble injury to vehicle occupants. 

MAINTENANCE  

WARNING! ELECTRIC SHOCK HAZARD. Unplug unit 

before cleaning or servicing. 

WARNING: Risk of dust and contaminants exposure. 

Use of respirator mask and gloves is recommended. If 

unit has been exposed to potentially dangerous con-

taminants, clean thoroughly and disinfect before re-

use.  

As Needed (Exterior items) 

Inspect filter. Replace if accumulation of dust and debris 

is visible.  

NOTICE: Replace used filters only with a new Dri-Eaz 

filter part no. F590 (24-pack). Other filter types do not 

provide adequate filtration or airflow. Each filter is in-

dividually wrapped to protect filtration effectiveness. 

Remove the wrapper before installing the filter into 

the dehumidifier. 

To maintain appearance, wipe interior and exterior sur-

faces with a damp cloth. 

Inspect reactivation air outlet ducting for cracks, splits or 

breaks. Replace as needed with suitable heat-resistant 

ducting.  

 

As Needed (Interior items) See Fig. D. 

NOTICE: Electric shock hazard. Unplug unit before re-

moving side panels. 

NOTICE: The unit is fitted with sensitive electronic sen-

sors. Protect the sensors and their lead wires from dam-

age and do not expose them to water or cleaning solution. 

The following tools and supplies are needed to complete 

the maintenance procedures described in this manual: 

¶ 3 mm Allen wrench and/or bit and cordless drill 
¶ Clean cloths 
¶ Vacuum cleaner with soft brush tool and/or a high 

pressure air nozzle 

Remove side panel. Remove the screws from the react 
out / air inlet panel. IMPORTANT: The inlet temp/RH 
sensor cable is attached to the interior of the panel 
and must be detached before setting the panel aside. 
To remove the cable, first unclip the plug and then slide 
the cable down and out of the cable tie. Once the cable is 
free of the panel, set the panel aside.  

Fig. D: Interior views 

Blower 

Storage compart-
ment.  

React out/air in panel. 
Remove this panel 
only for routine inte-
rior inspection and 
cleaning. 

IMPORTANT! Temp/RH 
Sensor cable is attached 
to inside of panel! Unclip 
and slide out of cable tie 
before setting panel 
aside.  

Detach sensor cable be-
fore setting side panel 
aside. Be sure to rein-
stall cable when replac-
ing panel.  

Desiccant 
rotor 

React air 
outlet  

Belt tensioner 
(see detail be-
low) 

Belt tensioner. 
Lift arm upward 
to release belt.  
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Inspect and clean blower 
Check that the impeller rotates freely. Vacuum or wipe clean all surfaces.  

Inspect and clean desiccant rotor 
Ensure that rotor is clear of dust and debris. 
Vacuum or use pressurized air to remove dust from rotor.  

Inspect rotor belt. Check cracks or excessive wear. Contact your local distributor for replacement instructions.  

Vacuum interior to remove dust and debris. Wipe interior surfaces with clean, dry cloth. Do not apply water or cleaning 
solutions of any kind. Take care not to damage electronic sensors and wires. 

Reattach side panel. Reattach sensor cable inside panel. Thread the cable up through the zip tie and then plug in the 
cable. Now install screws, finger tight only, starting at the top and working down. Once all screws are properly started, 
then use a hand tool to tighten the screws snugly. Do not overtighten. Do not use a power tool to tighten screws. 

PUMP PURGE BUTTON 

The Control Panel will display the following messages when the Pump Purge Button is pressed.  

C O N T R O L  P A N E L  
M E S S A G E  

E X P L A N A T I O N  

PLEASE WAIT 
CALCULATING 

Unit is calculating water removal.  

PERFORMANCE 
XXX PINTS/24H 

Displays calculated water removal in units indicated per day.  

SYSTEM MESSAGES 

The Control Panel will display the following messages based on system performance and environmental conditions. User 

action, if any is required, is indicated in the third column.  

C O N T R O L  P A N E L  
M E S S A G E  

E X P L A N A T I O N  U S E R  A C T I O N  

INITIALIZING Unit is powering up. None 

FIRMWARE VERSION 
XXX 

Indicates control board firmware version number. None 

F533-XX Model number. None 

OFF/ON Unit has finished powering up and is operating. None 

PLEASE WAIT 
WARMING UP 

Fan will not operate until unit reaches proper operating 
temperature, approximately 10 seconds.. 

None 

UNIT ON XXXX HRS 
INLET XXX°F / XX% 

First line: indicates total operating hours.  
Second line: Toggles between inlet temperature and in-
let RH every 2 seconds. 

None 

HUMIDISTAT 
INLET XXX°F / XX% 

First line: indicates unit is in humidistat mode  
Second line: Toggles between inlet temperature and in-
let RH every 2 seconds. 

None 

PLEASE WAIT 
COOLING 

Fan will operate until unit cools down. Approx 30 sec-
onds.  

None 

XXXXX 
POWER FAILURE> 

Indicates power has been interrupted during operation.  Press the > key to reset 

CLEAN FILTER > 
XXXXX 

Prompt to clean or change filter. Change or clean filter. Press 
the > key to reset 

CLEAN ROTOR > 
XXXXX 

Prompt to clean rotor. Clean rotor. Press the > key 
to reset 
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ERROR MESSAGES 

If the control system detects an error, it will produce an error (ñERò) message. If this occurs, first unplug the unit and then 

plug it back in. This will usually reset the electronics, and the unit will begin operating normally. If the error message reap-

pears, refer to the explanations and solutions shown below. If these solutions do not fix the problem, contact your local 

authorized service center.  

 

NOTE: The message ñPOWER FAILUREò is not a system error. When this message is displayed, it indicates that 

power to unit was interrupted and then restored. To clear the message, press the  MENU SELECTION key. 

 

C O N T R O L  P A N E L  

M E S S A G E  
E X P L A N A T I O N  A N D  S O L U T I O N  

ER1 CONTACT SERVICE 

CENTER 

Indicates a serious internal problem. The electronic control panel may require replace-

ment. Contact service. 

Air Inlet temperature set point for cycling air conditioner to control temperature. 

Check AC power for low voltage. 

ER2 CONTACT SERVICE 

CENTER 

Control panel error. The electronic control panel may require replacement. If error per-

sists, contact service. 

ER3 CHECK  

ROTOR MOTOR 

React Temp minus Inlet Temp difference too high indicates rotor stopping ï belt or drive 

motor issue. Check belt tension, belt failure, rotor cleats, and motor operation. 

ER4 CHECK  

AIRFLOW 

Heater amps too low indicates fan issue and/or inlet airflow restriction. Clear any ob-

structions from inlet, clean inlet filter and/or check fan operation. 

ER5 REACT  

SENSOR CONNECT 

 or 

ER5 PROCESS  

SENSOR CONNECT 

Temp sensor is open, missing, or shorted. Check that temp sensors are installed cor-

rectly on control panel. If error persists, contact service. 

ER6 SENSOR  

CONNECTION ON BD 

Inlet Temp/RH sensor is open, missing, or shorted. Check that inlet temp/RH sensor is 

installed correctly on control panel and inlet shroud. If error persists, contact service. 

ER7 CONTACT  

SERVICE CENTER 
Current sensor failure. If error persists, contact service. 

ER8 INVALID 

MODEL SETTING 

Incorrect or unsupported DIP switch settings. Contact Dri-Eaz service department for 

correct DIP switch settings. 

ER9 BUTTON STUCK  

ALL BUTTONS 
Key is stuck or has been held down too long. Contact service,  

ER10 WIRELESS 

CONNECTION ON BD 

Wireless board has failed, Board is missing, shorted or has fallen off the control panel. 

Reinstall wireless board to clear error. Contact service. 
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TROUBLESHOOTING 

F A U L T  C A U S E  S O L U T I O N  

Separate circuit in-

dicator light does 

not illuminate 

Unit not plugged into two sepa-

rate circuits. 

Incorrect wiring in the building. 

Plug unit into two separate circuits rated for at least 15 

amps each.  

Locate a second 15 amp circuit in the structure. 

Circuit breaker trips 

after a few minutes 

of operation. 

Reactivation outlet not ducted. 

Ducting is kinked or blocked. 

Excessively long ducting. 

The Reactivation Out must always be ducted out of the 

area being ducted.  

Straighten all ducting as much as possible; remove any 

blockages. 

React ducting length should not exceed 20 ft. (6 m). 

Unit does not oper-

ate 

Unit not switched on. 

No power to machine. 

Switch unit on. 

Check power cord connections at wall outlet and in top 

compartment of unit. Check supply circuit breakers. 

Unit operating, but 

room not dry 

Not enough time to dry. 

Poor air movement in room. 

Excessive moist air infiltration. 

Allow more time for drying. 

Increase evaporation with air movers. 

Seal off area to reduce infiltration. 

Unit removes too 

little water 

Room air is dry. 

Inlet air temperature is too warm.  

Inlet air temperature is too damp. 

Filter is clogged. 

Confirm humidity level with hygrometer. 

Decrease temperature of intake air.  

Decrease humidity of intake air.  

Check filter. Clean or replace as necessary. 

If the problem you are experiencing is not listed here, call your local distributor or contact  

our Service Department toll-free at 800-932-3030 for further assistance. 

 

 
SPECIFICATIONS 

Power 115V / 60 Hz 

Amps (max.) 24 

Amps (at 80°F/60%RH) 
Circuit 1: 10.7 
Circuit 2: 10.8  

Process air 395 CFM 

Reactivation air 65 CFM 

Water removal  
(at 80°F/60%RH) 

118 pints/day | 55.8 L per/day 

Weight 95 lbs. | 43.1 kg 

Dimensions (H × W × D) 

33.13 × 21.14 × 20.25 in.  
(With handle upright = 42. 250 in.) 
84.15 × 53.7 × 51.4 cm 
(With handle upright = 107.3 cm.) 

Air filter F590 (24 pk)  

Safety  
ETL listed to CSA dehumidifier 
standards 

 

WARNING: This product may expose you to 
chemicals, including lead and phthalates, known 

to the State of California to cause cancer, birth defects, 
or other reproductive harm. For more information, go to 
P65Warnings.ca.gov 

 

PARTS INCLUDED  

¶ Reactivation Out duct ring adapter 

¶ Reactivation Out heat-resistant ducting, 20 ft. × 6 in. 

¶ 6 in. duct clamp  

¶ Air inlet duct ring adapter (optional, installation requi-

red) 

¶ Process air outlet layflat duct adaptor kit (optional, 

installation required) 

¶ Two power cords, 25 ft. each 

OPTIONAL 

Layflat ducting for process air outlet (F536) 

ADDITIONAL PRODUCT INFORMATION and current 

documentation is available at www.LegendBrandsResto-

ration.com. 

FOR PARTS AND SERVICE CALL YOUR LOCAL DIS-

TRIBUTOR or Dri-Eaz at 800-932-3030. www.Legend-

BrandsRestoration.com 

Visit warranty.LegendBrandsRestoration.com and regis-

ter your purchase to ensure you receive any important 

product releases. 

  

http://www.dri-eaz.com/
http://www.dri-eaz.com/
http://warranty.drieaz.com/
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Manual del Usuario 
Deshumidificador Disecante DriTecÊ 4000i  

Modelo F533 

LEGEND BRANDS, INC.  

15180 Josh Wilson Road, Burlington, WA 98233 

Teléfono: 800-932-3030 Fax: 360-757-7950  www.LegendBrandsRestoration.com  

El Deshumidificador Disecante Legend Brands DriTec 4000i reduce la humedad en entornos cerrados, 

quitando el vapor de agua del aire. El 4000i es ideal para la restauración de daños causados por el agua, 

secado de estructuras, construcción, y especialmente indicado para quitar la humedad de materiales y 

contenidos estructurales a baja temperatura o en ambientes de humedad baja a intermedia, donde los 

deshumidificadores refrigerantes trabajan con menor eficiencia 

Patentes: http://www.LBpatents.com 

L E A  Y  C O N S E R V E  E S T A S  I N S T R U C C I O N E S  
 
 

 

 

Lea y comprenda el manual, antes de operarlo. 

 

 

 

 

 

¡IMPORTANTES INSTRUCCIONES DE 
SEGURIDAD! 

¡ADVERTENCIA! Peligro de sufrir una descarga eléc-

trica, lastimarse con el ventilador rotatorio y que-

marse con una superficie caliente. Desenchufe la 

unidad antes de abrir la tapa para limpiarla o hacerle 

mantenimiento. La unidad debe tener descarga a tie-

rra. 
¶ Controle el cable de alimentación antes de usarlo. 

Si está dañado, no lo use. Para desenchufar la uni-

dad, tire siempre del enchufe (nunca del cable). 
¶ Coloque el enchufe de tres clavijas que está en el 

extremo del cable de alimentación en un tomaco-

rriente con descarga a tierra adecuado. No use 

adaptadores. Nunca corte la tercera clavija. No use 

cables prolongadores.  
¶ La unidad debe utilizarse en un circuito eléctrico de 

115 V/60 Hz, protegido por un interruptor del circuito 

de fallos de conexión a tierra (GFCI, por sus siglas 

en inglés).  
¶ No utilice el aparato en agua estancada. Mantenga 

el motor y los cables secos. 

ANTES DE INICIAR 

Registro de la Garantía 

Visite warranty.LegendBrandsRestoration.com para re-
gistrar su compra. El registro nos permite darle una me-
jor asistencia durante el uso, mantenimiento o repara-
ción de su equipo, y para contactarlo en el caso de que 
tuviéramos información importante de seguridad relativa 
a su producto Dri-Eaz. Si cree que su equipo necesita 
de un service, tenga disponible la información del mo-
delo, número de serie y comprobante original de compra 
y llame a un distribuidor para obtener asistencia para la 
obtención de una autorización de devolución de material 
(RMA).  

ADVERTENCIA 

ADECUADO RETIRO DEL ENCHUFE 

Tome el enchufe IEC y tire recto  

 

IMPORTANTE: Cualquier daño en el receptáculo 
IEC o en el deshumidificador consecuencia de 
un inadecuado retiro del cable eléctrico no será 
cubierto por la garantía. El cable eléctrico IEC es 
un elemento con desgaste y no está cubierto por 
la garantía. 
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INSTRUCCIONES PARA PUESTA A TIERRA 

Los enchufes de la unidad deben insertarse en tomas 
adecuadas, correctamente instaladas y con puesta a tie-
rra, de acuerdo con los códigos y ordenanzas locales. 

¡ADVERTENCIA! Una conexión inadecuada de la 
puesta a tierra del equipamiento puede generar un 
riesgo de shock eléctrico. En caso de tener dudas 
sobre si sus tomas están adecuadamente conecta-
dos a tierra, verifíquelos con un electricista califi-
cado o personal de servicio. No modifique los en-
chufes provistos con el artefacto; si los mismos no 
coinciden con los tomacorrientes, haga que un elec-
tricista calificado instale tomas adecuados.  

Este equipo está diseñado para ser usado en circuitos 
con una corriente nominal no superior a 120V.  

Manipule la unidad con cuidado 

Siempre opere la unidad sobre una superficie nivelada y 

estable. No la deje, suelte ni coloque en un lugar en el 

que se podría caer. Un tratamiento descuidado podría 

dañar la unidad y crear una situación peligrosa o dejar 

sin efecto la garantía. 

Esta unidad ha sido diseñada para un uso domiciliario y 
comercial.  

ANTES DEL PRIMER USO 

La unidad es enviada con dos juntas de conducto y un 

kit adaptador dentro del compartimiento. Para la instala-

ción de estos componentes se necesita una llave Allen 

de 3mm. 

Obligatorio: Instalar la junta del conducto de Salida 

de Aire de Reactivación 

Instalar la Junta del Conducto de Reactivación, de 20' 

por 6", utilizando la abrazadera provista, y entubar hacia 

el exterior. Ver Fig. B. 

Opcional: Instalar la junta del conducto de Entrada 

de Aire 

La Junta del Conducto de Entrada de Aire puede ser 

instalada utilizando los cuatro tornillos provistos. Fig. B. 

Opcional: Colocar los tornillos de desplazamiento 

de la Salida de Aire Procesado 

Se puede instalar el Kit Adaptador de Salida de Aire 

Procesado, utilizando los tornillos de desplazamiento 

provistos. Ver Fig. B. 

CONTROLES E INSTRUCCIONES  
OPERATIVAS 

Ubicar el Deshumidificador 

Para lograr mejores resultados, utilice el equipo en un 

área cerrada. Cierre todas las puertas y ventanas que 

den al exterior para incrementar la eficiencia en la 

remoción de la humedad. Ubique el equipo lejos de 

cualquier obstrucción que pudiera bloquear el flujo de aire 

desde y hacia la unidad. Entube la salida de reactivación 

Fig. A: Identificación de las partes 

Filtro de 
aire 

Entrada  
de aire 

Panel de 
control 

Salida de aire 
procesado 
(se provee kit 
de montaje 
opcional de 
conducto) 

Junta de la 
salida de 
aire de reac-
tivación (in-
stalación 
obligatoria).  

1. Junta de conducto de 
salida de aire. DEBE ES-
TARINSTALADA  

2. Conducto de en-
trada de aire de 
proceso (optional) 

Fig. B: Configuración Inicial  

1. Instalar los 4 tornillos separa-
dores como se muestra.  

Parrilla de 
salida del aire 2. Meter el con-

ducto plano (se 
vende por sep-
arado) a través 
del marco de re-
jila y doblar hacia 
afuera del marco. 

3. Colocar el marco metálico dentro de los tornillos 
separadores y ubicarlo en su lugar. Cuando no se lo 
use, se puede dejar el marco en los separadores, o 
colocarlo en el espacio de guardado.  

Marco de 
conducto de 
rejilla 
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hacia afuera, a través de un adaptador para ventana o de 

una ventilación. 

Enchufar los cables eléctricos 

ATENCIÓN: Los cables del DriTec deben ser enchufados 

en tomas de 120V separadas, protegidas GFCI, de al me-

nos 15A. Enchúfelos siempre con firmeza en los tomas, 

primero el del compartimiento superior.  

ATENCIÓN: ÚNICAMENTE conecte a dos circuitos de 

15A separados. Una luz verde indica que la conexión es 

correcta. No se enciende cuando se utiliza un solo cable 

o si ambos cables de alimentación estén conectados en 

el circuito de fuente de alimentación. 

Para obtener el mejor rendimiento, úselo con dos cir-

cuitos y asegúrese de que la luz verde esté iluminada. 

Si no hay un segundo circuito disponible, la unidad 

puede operarse con un solo cable de alimentación. 

Enchufe en el circuito 1. Tenga en cuenta que la uni-

dad funcionará al 50% del rendimiento nominal al 

usar un solo cable de alimentación. 

Modos de pantalla de inicio y pantalla normal. Ni 

bien la unidad es enchufada a la energía AC, la pantalla 

del panel de control hará un breve ciclo con varias lectu-

ras. Es parte de un autodiagnóstico de la unidad, y no 

es necesaria la intervención del usuario.  

Ajustes de los Conductos  

ATENCIÓN: Sólo para uso interior. No exponer la 

unidad a lluvia o nieve. Si los componentes se moja-

ran, seque completamente la unidad antes de utili-

zarla. 

Conducto de Salida de Reactivación. El aire de reacti-

vación siempre deberá ser conducido hacia el exterior.  

ATENCIÓN: Las temperaturas dentro del conducto 

de salida de reactivación pueden alcanzar 150°F 

(66°C). Usar sólo conductos de rango adecuado. 

Conducto de Salida de Aire Procesado. El aire proce-

sado puede ser conducido hacia donde sea necesario 

un secado más concentrado. Utilice sólo conductos cha-

tos.  

Máxima Longitud de los Conductos. Para asegurar un 

máximo desempeño, los conductos no deberán superar 

las siguientes longitudes: 

 Aire de Reactivación 20 pies | 6 m 

 Aire Procesado  10 pies | 3 m 

 Entrada de Aire 30 pies | 9,1 m 

Para más opciones de conductos, ver la 
Fig. C.  

PANEL DE CONTROL 

 

Presione  ON/OFF para encender la unidad.  

 ON/OFF  
Cuando se enciende la máquina, por lo general se lee en la pantalla: PLEASE 

WAIT WARMING UP. Cuando la unidad completa el proceso de calenta-

miento, la pantalla dirá UNIT ON XXX HRS y alternará entre INLET XXX°F e 

INLET XX%.  

 MENU DE PANTALLA Alterna entre mostrar otras condiciones del deshumidificador, y los Ajustes del 
Usuario. Para volver al menú principal, presione una vez la tecla ON/OFF. 

 SELECCIÓN DE MENÚ 
/ TECLA ARRIBA  

Cambia los ajustes del sistema. La tecla de SELECCIÓN DE MENÚ actúa 
como una tecla ñArribaò para variar entre los diferentes puntos de ajustes. 

 REMOCIÓN DE AGUA 

Presione y suelte para que muestre un cálculo de la cantidad de agua quitada 

en pintas/día. Luego de 5 minutos de funcionamiento, la unidad dirá WATER 

REMOVAL XXX PINTS/24H. Después de unos segundos, la pantalla volverá 

autom§ticamente al mensaje ñUnit Onò. 

ATENCIÓN 

Puede que se acumule agua en el interior del conducto de reac-
tivación. No permita que el agua se desplace hacia la unidad, lo 
cual podría provocar riesgo de shock eléctrico o daños a la 
misma. 
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AJUSTES DEL USUARIO  
Sólo pueden ser configurados los elementos del menú que se muestran seguidos del símbolo mayor (>). En los elementos del menú 

con datos de lectura, (ENTRADA SALIDA, REACTIVACIÓN y CORRIENTE DEL CALENTADOR1), si no se selecciona ninguna tecla 

durante 5 minutos, la pantalla volverá al modo normal. En todos los demás elementos del menú, la pantalla volverá al modo normal 

luego de 20 segundos. Los elementos sin el símbolo (>) son sólo de información y no pueden ser cambiados o restablecidos. 

 

MENÚ PRINCIPAL: 
Presione  MENÚ 
DE PANTALLA para 
ir al siguiente ele-
mento del men¼. Ź 
 

 SUBMENÚES: Presione  SELECCIÓN MENÚ para ir  

al siguiente elemento del submenú. Ÿ 
 

         

"HORAS DE TRA-
BAJOREINICIAR? >"  

HORAS DE  
TRABAJO 

XX.X 
Presione  para resetear a 0. 

         

ENTRADA SALIDA 
000° 00% 000°00% 

Sólo para información. 

         

REACTIVAR 
000° 00% 

Sólo para información. 

         

CALENTADOR 
00.0 A 

Sólo para información. 

         

MODO HUMIDISTATO 
APAGADO >  

MODO HUMIDIS-
TATO  

PRENDIDO > 
Presione  para mostrar ON u OFF. Presionar  para aceptar.  

         

" VALOR PREFI-
JADO  

HUMIDISTATO 
XX%>" 

 Presione  para avanzar del 5 al 60% en incrementos de a 5%. Presionar  para aceptar. 

         

HR MIN PUNTO DE 
AJUSTE XX% >  Presione  para avanzar de 0 a 30% en incrementos de a 5%. Presionar  para aceptar. 

         

LANGUAGE 
ENGLISH >  

IDIOMA 
ESPANOL >  

SPRACHE 
DEUTSCH >  

LANGUE 
FRANCAIS > 

Presione  para las opcio-
nes de lenguaje de la pan-
talla. Presionar  para 
aceptar 

         

"TEMPERATURA 
°C >"  

UNIDADES DE 
TEMPERATURA 

°C> 
Presione  para mostrar °F o °C. Presionar  para aceptar. 

         

"TOTAL DE HORAS  
XXXXXX HR" 

Sólo para información. 

         

(Regresa al primer 
elemento del menú.) 

       

Sección sólo disponible en unidades equipadas con sistema inalámbrico 

SENSOR ID 
00000 >  

TIPO DE  
SENSOR 
00000 > 

 
REV SENSOR  

00000 >  
CONFIG SENSOR  

00000 > 
 

         

(Regresa al primer 
elemento del menú.) 
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Fig. C: Opciones de Conductos 


